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Zarges Boxen
Transportboxen / Transportation Boxes

Type 3

Type 1

Type 4

Type 2



Galaxis Showtechnik GmbH | 61

DE  Typ 1 
Box für PFC Advanced 
Abmessungen: 600 x 400 x 180 mm

Mit Schaumstoffeinlage für:
1 x Controller PFC Advanced oder PFS Profi und Zubehör
2 x Empfänger PFE Profi mit 3 Outputs und Zubehör
Statt den PFE Profi mit 3 Outputs können auch PFE Profi 
Power oder PFE Profi Audio transportiert werden.

DE  Typ 2 
Box für 3 x PFE Advanced 
Abmessungen: 600 x 400 x 180 mm

Mit Schaumstoffeinlage für:
3 x Empfänger PFE Advanced oder PFE Profi mit 10 Outputs 
und Zubehör oder
6 x Empfänger PFE Profi mit 3 Outputs mit 3 Ladegeräten;
Statt den PFE Profi mit 3 Outputs können auch PFE Profi 
Power oder PFE Profi Audio transportiert werden.

DE  Typ 3  

Box für bis zu 12 x PFE Advanced / PFE Profi 
10 Outputs oder bis zu 6 x Matrix-Modul
Abmessungen: 600 x 400 x 380 mm

Mit Schaumstoffeinlage für:
12 x Empfänger PFE Advanced oder Profi mit 10 Outputs 
und Zubehör oder
6 x Matrix-Modul;
Diverse Mischbestückung möglich, z.B. 4 x Empfänger 
und 4 x Matrix-Modul.

DE  Typ 4 
Box für PFE Advanced 10 Outputs mit Matrix-Modul
Abmessungen: 600 x 400 x 180 mm

Die Zarges-Box ist zugleich ein Schutzgehäuse für einen 
Empfänger mit 100 Ausgängen zum direkten Einsatz auf 
dem Abbrennplatz und eine stapelfähige, robuste Trans-
portlösung. Externe Antennenbuchse und Multifunktions-
buchse sind in der Vorderseite vorhanden. Auch überein-
ander gestapelte Geräte können so geladen werden. 
Eine leistungsfähige, hochflexible Antenne ist im Liefer-
umfang enthalten.

DE  Typ 5 (wie Typ 1) 

Box für PFC Advanced Black Edition
Abmessungen: 600 x 400 x 180 mm

Mit Schaumstoffeinlage für:
1 x Controller PFC Advanced Black Edition
inkl. Zubehör

EN  Type 1
Box for PFC Advanced
Dimensions: 600 x 400 x 180 mm

With foam rubber inlay for:
1 x Controller PFC Advanced or PFS Profi and accessories
2 x Receiver PFE Profi 3 Outputs and accessories
PFE Profi Power or PFE Profi Audio can be transported
instead of the PFE Profi 3 Outputs

EN  Type 2
Box for 3 x PFE Advanced
Dimensions: 600 x 400 x 180 mm

With foam rubber inlay for:
3 x Receiver PFE Advanced or PFE Profi 10 Outputs and 
accessories or
6 x Receiver PFE Profi 3 Outputs with 3 charging units;
PFE Profi Power or PFE Profi Audio can be transported
instead of the PFE Profi 3 Outputs

EN  Type 3
Box for up to 12 x PFE Advanced / PFE Profi 
10 Outputs or up to 6 x Matrix Module
Dimensions: 600 x 400 x 380 mm

With foam rubber inlay for:
12 x Receiver PFE Advanced or Profi 10 Outputs and 
accessories or
6 x Matrix Module;
Various combinations are possible, e.g. 4 x Receiver and 
4 x Matrix Module

EN  Type 4
Box for PFE Advanced 10 Outputs with Matrix Module
Dimensions: 600 x 400 x 180 mm

This ZARGES-Box is both, a protective housing for a re-
ceiver with 100 outputs to be used directly on the firing 
site and also a stackable, robust transportation solution. 
It is equipped with an external antenna connector and a 
multifunctional connector on the front panel. Devices can 
be charged even if they are stacked. A powerful, highly 
flexible antenna is including in delivery.

EN  Type 5 (like Type 1)

Box for PFC Advanced Black Edition
Dimensions: 600 x 400 x 180 mm

With foam rubber inlay for:
1 x Controller PFC Advanced Black Edition
incl. all accessoires
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